
HAND-HELD MARKING SYSTEM

The BenchMark® 460 is a fully programmable, cost effective alternative to old-fashioned permanent 
marking techniques for parts too large or heavy to be carried to a marking station. Its hand-held 
marking head is lightweight and ergonomically designed, while providing a generous 1˝ x 4˝ (25 mm x 
100 mm) marking window.  An electromechanical marking pin eliminates the need for any air supply, 
making the BenchMark® 460 truly portable.

OPTIONAL ACCESSORIES

• Bar Code Scanner for automatic data entry

• Logo-Font design software package for design  
 of custom fonts or logos

• PC-Based Upgrade Utility available FREE from   
 www.telesis.com for easy software upgrade

• PC-Based Pattern (marking file) Back-up Utility
 available FREE from www.telesis.com

• Benchmark® 460+ version with enhanced 
 communications capabilities

FEATURES
• Compact, ergonomic marking head weighs only  
 1.7 kg (3.75 pounds)

• Generous 1˝ x 4˝ (25 mm x 100 mm) marking window

• High quality, permanent, programmable marking  
 on a wide range of materials — from soft plastics  
 to hard metals up to Rc60

• No consumables  

• Electromechanical marking pin eliminates the  
 need for air supply

• Marks up to 5 characters per second

• Automatically generates serial numbers, as well as   
 date, time and shift codes

Compact Self Contained 
BenchMark® 470 

Controller  - no PC 
required

Fully programable 
Battery Operated 
BenchMark® 460 
with charger fully 

packaged in a rugged,
convenient carrying case
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DATA MATRIX™ 2-D Code Marking Capability
Meets all Department of Defense UID Requirements 
and other industry standards


